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EHH2SERIES

BV BRASS F.P. NPT
ELECTRIC ACTUATORS
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SUB400

MODEL EHH23ATJE2S EHH24ATJE2S EHH25ATJE2S EHH26ATJE2S EHH27ATJE3S EHH28ATJE5S EHH2AATJE5S EHH2BATJE7S
SIZE 1/2 NPT 3/4 NPT 1 NPT 1 1/4 NPT 1 1/2 NPT 2 NPT 3 NPT 4 NPT
Cv 19 34 52 77 143 205 780 1350

WOG 600 PSI 600 PSI 600 PSI 600 PSI 600 PSI 600 PSI 600 PSI 600 PSI
A 2.60 2.93 3.56 4.09 4.60 5.31 6.89 8.03
B .59 .79 .98 1.26 1.57 1.97 3.00 3.74
C 1.22 1.52 1.67 2.18 2.44 2.71 3.85 4.59
D 7.87 8.17 8.32 8.83 8.89 10.25 11.57 12.31
E 4.43 4.43 4.43 4.43 4.43 4.43 4.34 4.34
F 7.13 7.13 7.13 7.13 7.13 7.13 7.13 7.13
G 6.65 6.65 6.65 6.65 6.65 7.72 7.72 7.72

ACTUATOR AJE2S AJE2S AJE2S AJE2S AJE3S AJE5S AJE5S AJE7S
SPEED 90° 10 SEC 10 SEC 10 SEC 10 SEC 10 SEC 14 SEC 14 SEC 30 SEC
WT. LBS. 4.70 5.01 5.81 6.94 8.27 11.21 18.58 28.15

Sized Max differential PSI 300 300 300 300 300 300 300 300
MEDIA TEMP -4°F / +210°F -4°F / +210°F -4°F / +210°F -4°F / +210°F -4°F / +210°F -4°F / +210°F -4°F / +210°F -4°F / +210°F

AMBIENT TEMP -4°F / +158°F -4°F / +158°F -4°F / +158°F -4°F / +158°F -4°F / +158°F -4°F / +158°F -4°F / +158°F -4°F / +158°F

VOLTAGE:
JE2S - 24 - 135 VDC / 24-240 VAC 50/60 Hz
JE3S - 24 - 135 VDC / 24-240 VAC 50/60 Hz
JE5S - 24 - 135 VDC / 24-240 VAC 50/60 Hz
JE7S - 24 - 135 VDC / 24-240 VAC 50/60 Hz

OPTIONAL VOLTAGE:
JE2V - 12 VAC / VDC
JE3V - 12 VAC / VDC
JE5V - 12 VAC / VDC 
JE7V - 12 VAC / VDC 

SUFFIX:
00D - FAIL OPEN
00F - FAIL CLOSED
550 - MODULATING

FOR USE WITH POTABLE WATER

VALVE SIZES 1/2 THROUGH 1 1/2 ARE CERTFIED
TO NSF/ANSI 372 AND NSF/ANSI 61  FOR USE WITH POTABLE WATER

FOR APPLICATIONS EXCEEDING LISTED TEMPERATURES, CALL TO DISCUSS OPTIONS

BODY/ END CAP FORGED BRASS
STEM NICKEL PLATED BRASS (2" STAINLESS STEEL)
BALL CHROME PLATED BRASS
SEATS <1", 2" PTFE graphite filled 15%
SEATS 1"-1.5" PTFE carbographite; 3"+ PTFE

THRUSTWASHER <3" PTFE carbon filled 25%; 3"+ PTFE
STEM SEAL VITON O-RINGS

VALVE SIZES 1/2 THROUGH 1 1/2 ARE CERTFIED
TO NSF/ANSI 372 AND NSF/ANSI 61  FOR USE WITH POTABLE WATER
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