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FO BCD THREAD
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AV/ SV SERIES

ELECTRIC ACTUATOR

MDC  09-16-25

MOUNTING PATTERNSTEMPERATURE:  -4°F  +140°F
HOUSING:  ABS
OUTPUT SHAFT:  STAINLESS STEEL
FASTENERS:  STAINLESS STEEL
MANUAL OVERRIDE

CMM    06-11-19 CMM    06-11-19

MODEL    TORQUE IN/LBS 
BREAK / RUN VOLTAGE FEATURES A B C STAR DRIVE /DEEP MOUNTING ENCLOSURE SPEED 90° WEIGHT LBS

AV17A 221 / 177 110 VAC  50/60Hz ON / OFF 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 15 SEC 1.4
AV17U 221 / 177 24 VAC/VDC ON / OFF 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4

AV17WF 221 / 177 95-265 VAC 50/60Hz FAIL CLOSE 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4
AV17UF 221 / 177 24 VAC/VDC FAIL CLOSE 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4
AV17XH 221 / 177 24 VDC HI SPEED 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 1 SEC 1.4
AV44W 532 / 443 95-265 VAC 50/60Hz ON / OFF 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
AV44WF 532 / 443 95-265 VAC 50/60Hz FAIL CLOSE 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
AV44U 532 / 443 24 VAC/VDC ON / OFF 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
AV44UF 532 / 443 24 VAC/VDC FAIL CLOSE 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
AV70W 796 / 708 95-265 VAC 50/60Hz ON / OFF 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV70WF 796 / 708 95-265 VAC 50/60Hz FAIL CLOSE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV70U 796 / 708 24 VAC/VDC ON / OFF 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV70UF 796 / 708 24 VAC/VDC FAIL CLOSE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV97W 1240 / 974 95-265 VAC 50/60Hz ON / OFF 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV97WF 1240 / 974 95-265 VAC 50/60Hz FAIL CLOSE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV97U 1240 / 974 24 VAC/VDC ON / OFF 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
AV97UF 1240 / 974 24 VAC/VDC FAIL CLOSE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
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SV17UH 221 / 177 24 VAC/VDC SMART HI SPEED 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 1 SEC 1.4
SV17UJ 221 / 177 24 VAC/VDC SMART MODULATING 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4
SV17UM 221 / 177 24 VAC/VDC SMART MOD, FAIL SAFE 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4
SV17XK 221 / 177 24 VDC SMART HI SPEED MODULATING 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 1 SEC 1.4
SV17WJ 221 / 177 95-265 VAC 50/60Hz SMART MODULATING 3.83" 2.56" 3.31" .551 (14mm)/.63 F03,F04,F05 IP67 10 SEC 1.4
SV44WF 532 / 443 95-265 VAC 50/60Hz SMART FAIL SAFE 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
SV44WJ 532 / 443 95-265 VAC 50/60Hz SMART MODULATING 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
SV44WK 532 / 443 95-265 VAC 50/60Hz SMART HI SPEED MODULATING 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 5 SEC 4.1
SV44UK 532 / 443 24 VAC/VDC SMART HI SPEED MODULATING 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 1 SEC 4.1
SV44UF 532 / 443 24 VAC/VDC SMART FAIL SAFE 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
SV44UJ 532 / 443 24 VAC/VDC SMART MODULATING 5.12" 4.33" 4.72" .551 (14mm)/.63 F05,F07 IP67 12 SEC 4.1
SV70WF 796 / 708 95-265 VAC 50/60Hz SMART FAIL SAFE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV70WJ 796 / 708 95-265 VAC 50/60Hz SMART MODULATING 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV70UF 796 / 708 24 VAC/VDC SMART FAIL SAFE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV70UM 796 / 708 24 VAC/VDC SMART MOD, FAIL SAFE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV70UJ 796 / 708 24 VAC/VDC SMART MODULATING 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV97WF 1240 / 974 95-265 VAC 50/60Hz SMART FAIL SAFE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV97WJ 1240 / 974 95-265 VAC 50/60Hz SMART MODULATING 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV97UF 1240 / 974 24 VAC/VDC SMART FAIL SAFE 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9
SV97UJ 1240 / 974 24 VAC/VDC SMART MODULATING 7.44" 4.53" 4.36" .669 (17mm)/.70 F05,F07 IP67 10 SEC 4.9

AV / SV SERIES

ELECTRIC ACTUATOR

MDC  09-16-25 MDC  01-09-23 MDC  01-09-23

SUB461
TEMPERATURE:  -4°F  +140°F
HOUSING:  ABS
OUTPUT SHAFT:  STAINLESS STEEL
FASTENERS:  STAINLESS STEEL
MANUAL OVERRIDE

FO BCD THREAD
F03 1.417 M5
F04 1.654 M5
F05 1.969 M6
F07 2.750 M8

MOUNTING PATTERNS
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