Model VCP2.75 1/2 VCP2.75 3/4 VCP2.75 1 VCP2.75 1 1/4 VCP2.7511/2 VCP2.75 2 VCP2.7521/2 VCP2.75 3 VCP2.75 4
Size 1/2 SOLVENT WELD |3/4 SOLVENT WELD| 1 SOLVENT WELD |1 1/4 SOLVENT WELD|1 1/2 SOLVENT WELD | 2 SOLVENT WELD | 2 1/2 SOLVENT WELD | 3 SOLVENT WELD | 4 SOLVENT WELD
Temp 33°/ 113°F 33°/113°F 33°/ 113°F 33°/113°F 33°/113°F 33°/113°F 33°/113°F 33°/113°F 33°/113°F
WOG 230 psi 230 psi 230 psi 230 psi 230 psi 230 psi 230 psi 230 psi 230 psi
Cv 10.4 17.7 29.8 47.4 73.5 115.8 186.4 266.7 453.7
%] 0.59 0.77 1.00 1.26 1.57 1.97 2.50 2.99 3.90
A 3.34 3.73 4.72 5.66 6.20 7.09 8.60 10.42 12.10
B 2.06 2.30 2.72 3.46 4.06 4.72 5.94 6.90 8.20
C 0.76 0.86 1.02 1.37 1.54 1.65 1.88 2.34 2.90
D 4.10 4.33 4.71 5.55 6.25 8.05 8.80 9.90 11.00
E 1.73 1.93 2.63 2.80 3.03 3.56 4.78 5.55 6.16
Wt. Ibs 40 50 76 1.27 1.91 3.03 6.52 9.96 14.34
Stem Size
1/2" - 3" Valves have a 14MM stem
4" valve has a 17mm stem
A
Mounting Pattern
4 ) 1/2" - 2" Valves have FO5
) ) Q mounting pattern
E 1 2 1/2" - 4" Valves have FO5 & FO7
B @) mounting patterns
N J Valve Data
) () i
N J ltem Parts Materials
1 Body
uPvC
2 End Cap
3 Ball uPvC
4 I
4 Stem uPvC
2
6 5 Seat EPDM
5 6 Seal PTFE
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